建筑五金CE认证

建筑五金CE认证属于欧盟建材CE认证的范畴，需要根据最新的建材CPR法规做检测和认证，建材CPR认证（305/2011/EU-CPR）是于2013年7月起开始强制实施的，根据不同的建材五金种类，需要相应的标准做检测和认证。
     建筑五金CE认证标准
　　 EN179:2008 Building hardware - Emergency exit devices operated by a lever handle or push pad, for use on escape routes - Requirements and test methods
　　 建筑五金,紧急出口设备经营杠杆手柄或推板,用于对逃生路线-要求和测试方法
　　 EN1125:2008 Building hardware - Panic exit devices operated by a horizontal bar, for use on escape routes - Requirements and test methods
　　 建筑五金,恐慌出口设备的运作的单杠,用于对逃生路线-要求和测试方法
　　 EN1154:1996 Building hardware - Controlled door closing devices - Requirements and test methods
　　 建筑五金,控制门关闭设备,要求和测试方法
　　 EN1155:1997 Building hardware - Electrically powered hold-open devices for swing doors - Requirements and test methods
　　 建筑五金,电动开启把柄设备-要求摆门和测试方法
　　 EN1158:1997  Building hardware - Door coordinator devices - Requirements and test methods
　　 建筑五金-门-需求和测试设备的协调方法
　　 EN1935:2002  Building hardware - Single-axis hinges - Requirements and test methods
　　 建筑五金-单轴铰链-要求和测试方法
　　 EN12209:2003  Building hardware - Locks and latches - Mechanically operated locks, latches and locking plates - Requirements and test methods
　　 建筑五金-锁和锁存-机械操作的锁,锁存和锁定板-要求和测试方法
　　 EN14846:2008  Building hardware - Locks and latches - Electromechanically operated locks and striking plates - Requirements and test methods
　　 建筑五金-锁和锁存-机电由操作锁和引人注目的板块-要求和测试方法
     建筑五金CE认证办理
　　 上海贸邦是欧盟授权的CE认证机构，可以直接办理建筑五金CE认证，资深工程师解读CE认证，欢迎来电咨询: 4006-057-369

